
Installation Instructions for  SF strip II conventional 
 

CAUTION:
Risk of electrical shock. Make sure the power supply is OFF before 
installing or maintaining the fixture.
Never perform maintenance or cleaning while the fixture is powered. 
Disconnect the power and ensure the fixture is cool before maintaining. 

GENERAL:
This product MUST be installed in accordance with the applicable 
installation code by a person familiar with the construction and operation of 
the product.Fixtures must be wired in accordance with the National 
Electrical Code and all applicable local codes. 
Proper groundings required for safety.

READ INSTRUCTIONS AND REVIEW ALL DIAGRAMS BEFORE INSTALLING THE FIXTURE. 
KEEP THESE INSTRUCTIONS FOR FUTURE REFERENCE. 

Lighting

INSTALLATION:

Surface Mount

1. Remove the end caps by unscrewing the 
    screw

2. Apply pressure on the lens to remove it from 
    fixture housing.

4.Draw positioning dimensions on the 
   ceiling (as the picture below)
   (Dimension is in mm).

5. Turn off power, and make wiring 
     connections with terminal caps. (See wiring 
     instruction below).

Suspended  Mount 

CAUTION

DO NOT OPERATE FIXTURE WITHOUT 
THE LENS

DO NOT OPERATE FIXTURE WITHOUT THE LENS 
AS THE LED MODULE RUNS ON HIGH DC VOLTAGE 
(120V) WHICH CAN CAUSE ELECTRIC SHOCK

3. Unscrew the LED mounting plate from the 
    fixture back housing.

6. Screw the bottom case to the ceiling (as 
    picture below)
7. Follow the reverse steps of 1, 2, and 3 to 
    reassemble the fixture
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To Source
100V-347V

1. Hang the v-hook on the hole of the back 
    housing
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2. Hook the bracket pendant cord and 
    suspend the light to desire height.

3. Make electrical connection according to step 
    5 in “surface mount” section.
4. Cover all wires into the strip.

Noted:  If the fixture is damaged during disassembly and installation, 
it will not be covered by warranty.
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CAUTION

HIGH VOLTAGE ON DIMMING WIRES 
(to ground)

FIXTURE WILL BE DAMAGED IF DIMMING WIRES ARE 
SHORTED TO GROUND. ENSURE PROPER INSULATION.



Instructions d'installation pour la réglette à DEL SF Strip II conventionnelle Lighting

INSTALLATION :

Montage en surface

Montage sur une chaîne (optionnel)

AVERTISSEMENT:
RISQUE DE DÉCHARGE ÉLECTRIQUE S'assurer que l'alimentation 
principale est HORS CIRCUIT avant d'installer ou d'entretenir
le luminaire. Ne jamais effectuer l'entretien ou le nettoyage alors que 
le luminaire est sous tension. Couper l'alimentation et laisser 
l'appareil refroidir avant l'entretien.

GÉNÉRAL:
Ce produit DOIT être installé conformément au code d'installation 
applicable par une personne familière avec le la construction et
 l'exploitation du produit. Les appareils doivent être câblés conformément 
au Code national de l'électricité et à tous les codes locaux applicables. 
Mise à la masse appropriée. Est nécessaire pour la sécurité.

LIRE ATTENTIVEMENT AVANT D'INSTALLER LE LUMINAIRE.
CONSERVER CES INSTRUCTIONS À DES FINS DE RÉFÉRENCES.

AVERTISSEMENT

N'UTILISEZ PAS L'APPAREIL SANS LA LENTILLE

N'UTILISEZ PAS L'APPAREIL SANS LA LENTILLE CAR 
LE MODULE À DEL FONCTIONNE SUR UNE TENSION 
CC ÉLEVÉE (120V), CE QUI PEUT PROVOQUER UN 
CHOC ÉLECTRIQUE.

Energy Efficient Lighting Ltd. | www.eelighting.ca | Tel: 1-855-415-8878 R210114-1530

1. Retirer les capuchons d'extrémité en     
    dévissant les vis.

2. Appliquer une pression sur la lentille pour la 
    retirer du boîtier de l'appareil.

4.Tracer les dimensions de positionnement 
   au plafond (comme montré sur l'image ci-
   dessous).
  (Les dimensions sont en mm)

5. Couper le courant et effectuer les
    connexions de câblage avec des capuchons 
    de bornes. (Voir les instructions de câblage 
    ci-dessous).

3. Dévisser la plaque de montage à DEL du 
    boîtier arrière de l'appareil.

6. Visser le boîtier inférieur au plafond (comme 
    sur l'image ci-dessous)
7. Suivre les étapes inverses de 1, 2 et 3 pour 
    rassembler le projecteur.

Remarque : un l'appareil endommagé lors du démontage et de l'installation n'est 
pas couvert par la garantie.

1. Accrocher le crochet en V au trou du 
    boîtier arrière

2. 
    suspendre la réglette à la hauteur ésirée.

Accrocher le cordon de la boucle et 3. Effectuer la connexion électrique 
    conformément à l'étape 5 de la section « 
    Montage en surface ».
4. Couvrir tous les fils dans la réglette.
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AVERTISSEMENT

HAUTE TENSION SUR LES FILS 
GRADANTS (à la terre)

L'APPAREIL SERA ENDOMMAGÉ SI LES FILS DE GRADATION 
SONT RACCOURS À LA TERRE. ASSUREZ UNE BONNE 
ISOLATION.
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