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Lighting

LED 
SF STRIP II Conventional 

SPECIFICATION FEATURES
Construction
• Cold rolled SPCC steel

Controls
• Integrated tri-level dimming sensor (100-347V) (optional)

Driver and Module Access
• Driver and module can be accessed by removing the end 
caps and lens 

Mounting
• Surface Mount
• Suspension Mount
• Continuous Row Mount 

Fixture Weight: 
4ft = 2.2kg
8ft = 4.1kg

Each fixture comes with V-hooks and J-box cover to achieve
easy installation and aesthetic goal

• 
4.85lbs/
8.95lbs/

Finish
• White

Shielding
• Polycarbonates (PC) snap on/snap off 
lens

Compliance
• cULus
• Suitable for damp locations
• IP 20  

Warranty
• 1-Year Warranty (Standard)

SF Strip II Conventional 

Stream Flow Series

STREAM FLOW  LINEAR STRIP II 
CONVENTIONAL

Wattage(s) 32W, 40W, 80W

Voltage 100-347V

Dimmable 0-10V

CCT 3500K, 4000K, 5000K

Efficacy >130lm/W

Lumen 
Maintenance

L70 > 180,000h
Lumen maintenance 
at 36,000 hrs = 93.5%

CRI >80

Surge 
Protection

2kV

Operating 
Temperature

-20°C to 40°C

Beam Angle 120°

Uplight 12.6%

SF-II-8
Dimensions
mm | 2438(L) x 71.3(W) x 81.5(D)
inch | 96(L) x 2.8(W) x 3.2(D)

SF-II-4 
Dimensions
mm | 1221(L) x 80(W) x 88(D)
inch | 48(L) x 3.4(W) x 3.6(D)

SPECIFICATION FEATURES
The LED SF Strip II Conventional delivers superior quality along with an increase light efficacy and light output. 
These credentials make way for this Stream Flow addition to be used in a greater range of applications. A noticeable 
slim modern design with structural integrity, offers another clear asset when seeking something new.
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Lighting

Please allow for tolerance on specifications and dimensions.  
If required, please consult EEL.   
 

 SPECIFICATION SHEET
 continued 

NOTE: 
Ÿ Lumens are estimated
Ÿ DLC qualified may not apply to all versions within a model. Please check the DLC Qualified Products List at www.designlights.org to confirm which versions are qualified

Model No. Delivered Lumens 
(lm)

Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Certification

SF-II-4-32W40K-MV C
- || Legacy || -

4179 31 100-347 4000K 134

SF-II-4-40W35K-MV  C
- || Legacy || -

4859 37 100-347 3500K 131

SF-II-4-40W40K-MV C
- || Legacy || -

4927 37 100-347 4000K 133

SF-II-4-40W50K-MV C
- || Legacy || -

5063 37 100-347 5000K 136

SF-II-8-80W40K-MV C
- || Legacy || -

11976 80 100-347 4000K 150

SF-II-8-80W50K-MV C
- || Legacy || -

12063 79 100-347 5000K 152

CONTROLS
SF-II-4-AC | Air Craft Cable & Vhook for SF-II 4ft (Max Length: 4’ 2”, Min Length: 2’); Linkable
SF-II-8-AC | Air Craft Cable & Vhook for SF-II 8ft (Max Length: 4’ 2”, Min Length: 2’); Linkable  
SMI1502 | PIR Occupancy Sensor 120-347V (Not IP-rated)
SMI1503 | PIR Occupancy Sensor 120-347V, Dimmable (Not IP-rated)

EMERGENCY BACK-UP (OPTIONAL)
EMP-D3045 | LED Emergency Driver 120-347V 
(4ft & 8ft Only)

SF-II-4-AC | Air Craft Cable (linkable) and Vhook for SF-II 4ft 
SF-II-8-AC | Air Craft Cable (linkable) and Vhook for SF-II 8ft
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Please allow for tolerance on specifications and dimensions.  
If required, please consult EEL.   
 

Filename: SF-II-4-40W40K-MV(Conventional)

Manufacturer: Energy Efficient Lighting LTD.

Luminaire: SF-II-4-40W40K-MV (Conventional)

Lamp Output: 1 lamp, rated Lumens/lamp: 5639.2

Max Candela: 1,536.4 at Horizontal: 270°, Vertical: 2° 

Input Wattage: 37.8683

Luminous Opening: Rectangle (L: 48.03", W: 3.54")

Test: 20190312009

Test Date: 12 March 2019

Photometry : Type C

Roadway  Summary

Cutoff Classification: NONCUTOFF

Distribution: TYPE II, VERY SHORT

Max Cd, 90 Deg Vert: 438.4

Max Cd, 80 to <90 Deg: 571.6

Lumens % Lamp

Downward Street Side: 2,471.7 43.8%

Downward House Side: 2,454.1 43.5%

Downward Total: 4,925.8 87.3%

Upward Street Side: 355.5 6.3%

Upward House Side: 355.5 6.3%

Upward Total: 711.0 12.6%

Total Lumens: 5,636.9 100%

Photometrics

Lighting
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