@ ULTRATHIN PRODIGY FIRE-RATED SERIES "l

FORM FACTORS
e 4 inch
¢ 6 inch

WATTAGE
* 9W (4 inch)
e 12W (6 inch)

VOLTAGE
120V

CCT
2700K/3000K/3500K/
4000K/5000K selectable

DIMMABLE
Triac Dimmable

EFFICACY
Up to 113Im/W

CRI
>90

BEAM ANGLE
108°

OPERATING TEMPERATURE

-20C to 45C

LUMEN MAINTENANCE

L70>210000 hrs, 94% @36000 hrs

POWER FACTOR

= ighting

PROJECT

QTY

TYPE

DATE

CATALOGUE #

EELIGHTING REP

Our Prodigy Recessed LED Downlight is designed and tested for a remarkable 2-hour fire rating.
It complies with the standards set by UL 263-2011(R2022), ASTM E119-20 & CAN/ULC-
S101-14, ensuring peace of mind when it comes to fire safety in your indoor environments. A
reinforced, heat-resistant casing that offers up to 2 hours of fire protection and polycarbonate
diffuser that features a PMMA LGP for consistent illumination. The heavy-duty commercial-
grade steel spring clips are engineered to withstand excessive heat, ensuring longevity of the
fixture. The intumescent gasket acts a barrier, preventing smoke and flames from spreading to

the ceiling, enhancing the overall fire safety measures.

This downlight is specifically crafted for indoor use, making it the perfect choice for
multi-family residential spaces, basement areas, and a wide range of commercial
applications. Its versatility shines through, adapting effortlessly to different settings while

providing exceptional illumination.

FINISH

o White powder coated

CONSTRUCTION

e 4-inch and 6-inch round
 Reinforced, heat resistant steel casing
o Galvanized sheet junction box

Steel trim

Edge lit LEDs

Polycarbonate diffuser with PMMA LGP
15" FT6 plenum rated cable

WARRANTY
* 5-Year Warranty (Standard)

CERTIFICATION & COMPLIANCE

e cETLus

e UL 263-2011(R2022), ASTM E119-20 &
CAN/ULC-S101-14 Fire Rating

* Meets 2-hour fire rating with most floor-ceiling
assemblies including UL L505 and L556

e Complies CSA Standard C22.2#250.0:2021 &
UL 1598

 Heavy-duty commercial grade steel spring clips « Energy Star

o Fire-rated intumescent gasket
MOUNTING
o Recessed Mount

DIMENSIONS

« Suitable for wet locations
* Air tight ASTM E283/283M-19
e |C rated
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@ ULTRATHIN PRODIGY FIRE- RATED SERIES

ORDERING GUIDE

Example Model# (MPN Prefix): UTP-FR-R4283 Matte White Make it Easy: Use our online configurator
SERIES SHAPE AND FORM FACTOR WATTAGE CCT VOLTAGE FINISH
UTP-FR R4 Round 4 inch 2 9w 85CCTA (2700K, 3000K, 3500K, 4000K, 5000K selectable) 3 120v Matte White

Default CCT: 2700K

R6 Round 6 inch 4 12w 8 5CCTA (2700K, 3000K, 3500K, 4000K, 5000K selectable) 3 120v Matte White
Default CCT: 2700K

PERFORMANCE DATA

Model# Delivered Lumens (Im) Input Wattage (W) Voltage (V) CCT(K) EFFICACY (Im/W)

UTP-FR-R4283-MW 790 9 120 2700 88
9W5CCTA-120V (2700K)

UTP-FR-R4283-MW 785 9 120 3000 87
9W5CCTA-120V (3000K)

UTP-FR-R4283-MW 794 9 120 3500 88
9W5CCTA-120V (3500K)

UTP-FR-R4283-MW 836 9 120 4000 92
9W5CCTA-120V (4000K)

UTP-FR-R4283-MW 856 9 120 5000 95
9W5CCTA-120V (5000K)

UTP-FR-R6483-MW 1259 12 120 2700 105
12W5CCTA-120V (2700K)

UTP-FR-R6483-MW 1284 12 120 3000 107
12W5CCTA-120V (3000K)

UTP-FR-R6483-MW 1323 12 120 3500 110
12W5CCTA-120V (3500K)

UTP-FR-R6483-MW 1341 12 120 4000 112
12W5CCTA-120V (4000K)

UTP-FR-R6483-MW 1360 12 120 5000 113
12W5CCTA-120V (5000K)

ACCESSORIES sold Separately

Model# Description
UTLED-4-MP Mounting Plate for UTP-FR-R4283
UTLED-4-MPS Short Mounting Plate for UTP-FR-R4283
UTLED-6-MP Mounting Plate for UTP-FR-R6483
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@ ULTRATHIN PRODIGY FIRE- RATED SERIES

PHOTOMETRICS
UTP-FR-R4283 MW UTP-FR-R4283 MW UTP-FR-R4283 MW
CCT: 2700K CCT: 3000K CCT: 3500K

+180° +180° +180°

-90°

UTP-FR-R4283 MW UTP-FR-R4283 MW
CCT: 4000K CCT: 5000K

+180° +180°

-90°
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ULTRATHIN PRODIGY FIRE- RATED SERIES

PHOTOMETRICS

UTP-FR-R6483 MW
CCT: 2700K

+180°

-90°

0°

UTP-FR-R6483 MW
CCT: 4000K

+180°

UTP-FR-R6483 MW UTP-FR-R6483 MW
CCT: 3000K CCT: 3500K

+180° +180°

-90°

UTP-FR-R6483 MW
CCT: 5000K

-90°

T’rmdly: “’* Energy Efficient Lighting Ltd.

UL-Licensed & Certified Manufacturer. UL-Listed: IFAM. IFAM7. IFAQ. IFAO7. IFAR. IFAR7. FKSZ7. FKSZ8. FKVS. FKVS7.
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